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D NL GL S EAN Art.-Nr.

3 30 70 1/4" 6-kant 9002696265344 013BE0300
4 35 75 1/4" 6-kant 9002696265337 013BE0400
5 45 85 1/4" 6-kant 9002696265320 013BE0500
6 55 95 1/4" 6-kant 9002696265313 013BE0600
8 70 110 1/4" 6-kant 9002696265306 013BE0800

10 70 110 1/4" 6-kant 9002696296447 013BE1000
12 70 110 1/4" 6-kant 9002696296454 013BE1200

D S EAN Art.-Nr.

3-4-5-6-8-10-12 1/4" 6-kant 9002696196945 013B13SET2

bit holzSpiralbohrer aufSteckverSenker-Set
Wood tWist drill-countersink set

bit holzbohrer
Wood tWist drill Hex sHAnk

0�3bSet

0�3be

ausführung: 13-teiliger 
Holzspiralbohrer Satz, inklusive 
Inbusschlüssel.  
Ø 3, 4, 5, 6, 8, 10 und 12 mm.  
Je 1 Aufsteckversenker Ø 3, 4, 5, 6 
mm und ein Metallsenker mit 1/4“ 6-
kant Aufnahme. 1 Magnet Bithalter.

characteristics: 13-piece set 
Wood Twist Drill/Countersink, with 
Inbusschlüssel. Ø 3, 4, 5, 6, 8, 10 
and 12 mm. 1 pc. each of countersink 
Ø 3, 4, 5, 6 mm and 1 pc. of metal 
Countersink with 1/4“ hex shank arbor. 
1 Magnet Bit Holder.

ausführung: Holzspiralboher mit 
Zentrierspitze, 2 Schneiden und 2 
Vorschneidern. Optimale Vorschneider 
in gezogener Ausführung sorgen für 
das Niederziehen und Durchtrennen 
der Holzfasern, bevor das Loch 
gebohrt wird. Hoch vergütete Schäfte 
nach DIN 3126-E6,3.
Verwendung: Einsetzbar für 
Weich und Hartholz. Optimierung 
der Arbeitsabläufe durch 
Schnellwechselsystem. Drehzahl: 
500–2500 U/min.

characteristics: Wood twist drill 
with center point, 2 cutting edge and 
2 spurs. Optimized spurs with round 
shape pull down wooden fibres before 
cutting and drilling. Shanks hardened 
according DIN 3126.E6,3.
Usage: Suitable for soft and hard 
woods. Optimized working process 
due to quick-change system.  
500–2500 RPM.

D S EAN Art.-Nr.

3-4-5-6-8 1/4 6-kant 9002696301530 013BE0005K
3-4-5-6-8-10 1/4 6-kant 9002696299691 013BE006K
3-4-5-6-8-10 

und Senker Ø 16,5 1/4 6-kant 9002696302483 013BE0007K


